
   

WEST BENGAL POLICE DIRECTORATE  
Bhabani Bhawan, Alipore,  

Kolkata-700027 
Fax/phone: (033) 2479-4022 & NIC email ID: dysp-cs@policewb.gov.in 

 
 

TENDER REFERENCE NO: WBPD/ Anti Drone (Coastal)/NIT-01/ 2025-26 

Requirement of Anti-Drone System and Jammer  
 

General Information 
 

The West Bengal Police intend to procure ground based mobile Anti-Drone Detection 
System & Jammer which can be fixed on ground, mounted on a vehicle or individuals. It should 
be compact and easy to deploy and dismantle.  It should be capable of scan, detect and track 
any UAV flying near of its base station with capability to detect multiple UAVs, and provides 
location details on GUI (Graphical User Interface) easy to understand. The detection system 
should be capable of recognizing target on real time basis and allow jammer to operate in 
Automatic/Semi-Automatic and Manual modes. The system controller should be capable of 
displaying all parameters of detected UAVs and have the facility for safe/controlled landing after 
jamming/intercepting UAVs, e-Tender from bonafide and reputed companies / dealers / firms for 
supply of the following item is invited: - 

 

Sl. No. Item Quantity 

1. 

Anti-Drone Detection System (01 no. Drone 

Detection System with System Controller and 02 

Nos Handheld Jammer Gun) 

01(One) No. 

2. Desired Technical specification along with detail e-tender notice for the above items are 

available in the website http://wbtenders.gov.in Intending bidders to download, fill up the 

tender and submit with Digital Signature Certificate. 

3. Both Technical Bid and Financial Bid are to be submitted simultaneously duly digitally signed 

alongwith all relevant documents in the website http://wbtenders.gov.in. Submission of 

Technical Bid and Financial Bid to be done as per Time Schedule stated below – 

Date and Time Schedule: 
 
 

Sl. No. Particulars Date & Time 

1 
Date for Uploading and Download of N.I.T. & other 

Documents Publishing Date (online)  
18/11/25 

2 
Pre bid meeting to be held at Office of the West Bengal 

Police Directorate, Bhabani Bhawan, Alipore, Kol-27. 
24/11/25 

3 Bid submission start date (On line) 25/11/25 

4 Bid Submission closing (On line) 15/12/25 

5 Bid opening date for Technical Proposals (Online) 18/12/25 

http://wbtenders.gov.in/
http://wbtenders.gov.in/


- 2 - 

 

6 

Date of Technical Evaluation / Demonstration of Equipment 

at West Bengal Police Directorate, Bhabani Bhawan, Alipore, 

Kolkata- 27 

To be intimated 
later 

7 
Date of uploading the final list of Technically Qualified Bidder 

(online) after disposal of appeals, if any. 

Will be uploaded 

after technical bid 

evaluation 

8 Date for opening of Financial Proposal (Online) 

Will be uploaded 

after technical bid 

evaluation 

4. The FINANCIAL BID of the prospective tender will be considered only if the TECHNICAL 

BID of the tender, demonstration and evaluation test of their equipment is found qualified by 

the ‘Tender Evaluation Committee’. The decision of the ‘Tender Evaluation Committee’ will 

be final in this respect. The list of Qualified Bidders will be displayed on 

http://wbtenders.gov.in. before opening financial bid.  

5. Documents required to be submitted alongwith Technical bid : - 

(a) Technical specifications of your quoted model alongwith MAF (Manufacture Authorization 

Form) by all OEMs alongwith bid document. Parameter wise statement signed with 

reference to QRs / specifications given showing how far the tender items satisfy 

requirement given by us. 

(b) The Bidders must submit a ‘Non-Blacklisting Declaration’ of their firm in any states 

within India. No “Black-Listed” firms will be entertained. 

(c) Earnest Money Deposit of Rs.2,00,000 (Rupees Two Lakhs) 

(d) Process of Earnest Money Deposit through offline instruments like Bank Draft, Pay Order 

etc. will be stopped for e-tender procurement. Necessary Earnest Money will be deposited 

by the bidder electronically: online – through his net banking enabled bank account, 

maintained at any bank. Intending Bidder will get the Beneficiary details from e-tender 

portal with the help of Digital Signature Certificate and may transfer the EMD from their 

respective Bank as per the Beneficiary Name & Account No., Amount, Beneficiary Bank 

name (ICICI Bank) & IFSC Code and e-Proc Ref No. 

Intending bidder who wants to transfer EMD through NEFT/RTGS must read the 

instruction of the Challan generated from E-Procurement site. Bidders are also advised to 

submit EMD of their bid, at least 3 working days before the bid submission closing date as 

it requires time for processing of Payment of EMD. 

EMD exemption is allowed as per existing order of Finance Department, Govt. of West 

Bengal. If any Bidder is desired to be exempted from payment of EMD, copy of relevant 

Government Order needs to be furnished and have to be uploaded online alongwith their 

technical bid. 

http://wbtenders.gov.in/
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Sl 
No. 

Category 
Name 

Sub-Category 
Description 

Detail(s) 

A. Certificate(s) Certificate(s) PAN, P Tax, GST, Income Tax clearance certificates. 

B. 
Company 
Detail(s) 

Organization 
Details 

Proprietorship Firm (Trade License) 

Partnership Firm. 

(Partnership Deed, Trade License) 

Ltd. Company 

(Incorporation Certificate, Trade License) 

Society 

(Society Registration Copy, Trade License) 

Power of Attorney. 

C. Credential 

Credential – 1 
 
 

Credential – 2 

(i) List of the govt. organizations where similar 
product been supplied (Supply Order) for last 05 
years including rates. 

(ii) Proof of service centre in West Bengal and other 
locations, Address, Telephone Number, Fax, 
Email particulars, and include full particulars of the 
Service Engineer. 

D. Man Power 
Technical 
Personnel 

List of Technical Staffs along with Structures & 
Organization (as per N.I.T.) 

 

 
 

Technical Specification 
 

(A) Technical Specification and Trial Directives of Drone Detection 
System. 
 

Sl 
No 

QUALITATIVE REQUIREMENTS/TECHNICAL 
SPECIFICATIONS 

TRIAL DIRECTIVES 

A GENERAL PARAMETERS  

1 
Ground based Anti-Drone Detection system in 
standalone platform which may be fixed on ground 
and on vehicle 

System will be physically checked 
by the Tender Committee for its 
feasibility for deployment on ground 
and on vehicle 

2 

System should have following sub systems: 

The Tender Committee will 
physically check all the sub systems 

i) RF Receiver 

ii) Radar  

iii) System controller 

3 

RADAR 

The Tender Committee will 
physically check para-3(1) & (vi) and 
for remaining parameters, the firm 
has to submit national/ international 
accredited lab certificate/ report in 
respect of the same. 

i) Surveillance capability - 360° 

ii) Direction accuracy -0.50 

iii) Ruggedized standard - MIL-STD 810 F 

iv) EMI-MIL-STD 461 Complied 

v) Tracking accuracy-10 Mtr at 5 Km 

vi) Detection range- As specified in general QRs of 
Anti Drone System at para no. B-2 

4 

RF Receiver The firm has to submit 
national/international accredited lab 
certificate/report in respect of the 
same. The Tender Committee will 
physically check para-4 (ii) & (iii). 

1) Detection frequency- 20 MHz to 8 GHz 

ii) Antenna coverage-360° 

iii) Detection time - 10 Sec 



- 4 - 

 

5 Integration with Jammer System  

 

It should have the ability to be integrated with jammer 
system like anti-drone guns or vehicle mounted anti-
drone systems 

The Tender Committee will 
physically check para-6(iii) & (v) and 
for remaining parameters, the firm 
has to submit national/ international 
accredited lab certificate/ report in 
respect of the same. 

6 

System controller 

The firm should submit OEM 
certificate in respect of (i) to (vii) and 
same will also be physically 
checked by Tender Committee. For 
(viii) firm has to submit national/ 
international accredited lab 
certificate/ report in respect of the 
same. 

i) Processor- 17 Intel Core or both  

ii) RAM-8GB DDR or more 

iii) Hard disk-4 TB or more 

iv) Graphic Card-4 GB or more  

v) Windows 10 or higher With life time validity with 
original CD. vi) DVD- RW 

vii) Display- Minimum 15.6-inch screen with full HD 
technology, display and anti-glare 

viii) Ruggedized standard MIL-STD 

7 
Should be compact and easily deployable with ease 
of dismantling as per ground conditions/operational 
requirement. 

System deployment - 10 Minutes 

This parameter is for deployed 
system mounted on ground or on 
vehicle. For testing, time will be 
calculated from power on the 
system to full functional operation. 

8 

Should be capable for real time scan, detect and 
track the flying objects (like Multi Copters, Fixed wing 
UAVs and Radio Controlled UAVs in different 
categories in specified range) in 360° and will provide 
object details/RF spectrum display on GUI. 

System be physically checked by 
the Tender Committee as per the 
QRS for its functionality in specified 
ranges. 

9 

The whole system should be ruggedized as per Mil 
Std 810/ F in respect of temperature (high & low), 
dust, humidity, rain impact, bump, vibration and all 
weather proof. 

The firm has to submit 
national/international accredited lab 
certificate/report in respect of the 
same for the system which includes 
all components and accessories. 

10 
All radio components in the system should have EMI 
compliant as per Mil Std 461/E/F 

The firm has to submit 
national/international accredited lab 
certificate/report in respect of the 
same. 

11 
Should be effective on all available drones and UAV 
operating in all frequency bands as specified. 

The firm has to submit OEM 
certificate in confirmation to the 
parameter. 

12 

System should be scalable and support open 
architecture to integrate additional sensors like 
acoustic sensor, Lidar etc. for future 
enhancement/upgradation. 

Firm will give detailed undertaking 
for confirmation of the parameter. 

13 
System should be capable to integrate hard kill option 
like laser beam, kinetic weapon, net catcher drones, 
Drone destroyer etc. for future upgradation. 

Firm will give detailed undertaking 
for confirmation of the parameter 

B OPERATIONAL CAPABILITY  

1 

Detection of flying objects through: Active RF Link The Tender Committee will check 
the both technology used for 
detection of flying objects in the 
specified ranges. 
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2 

Detection range: capable to detect the flying object 
(UAV) or group of UAVs (Swarm attack) from a 
distance (as specified or better) as per the details of 
range below: - 

Feature be physically checked by 
the Tender Committee by activating 
the UAVs or multiple UAVs 
(minimum four drones in different 
directions) from the specified ranges 
at unknown locations. 

Nano UAV: 1 Km 

Micro UAV/Multi rotor: 3 Km 

Small/Hybrid/Fix wing UAV:- 5 Km 

3 
Detection Time: The system should be capable to 
detect a target in less than 10 Sec. 

Feature will be physically checked 
by the Tender Committee by 
activating the UAVs or multiple 
UAVs and note down the timing 
from activity log of system controller. 

4 

Surveillance Capability: The system should be 
capable to detect the flying objects in a radius of 360° 
and Azimuth 70° (In real time) and detect multiple 
drones at the same time. 

Feature will be physically checked 
by the Tender Committee for its 
capacity to detect target from 
multiple angle and degree by flying 
at least 3 Drones from different 
direction for confirmation of the 
feature. 

5 

Customized Surveillance range: The system should 
have the capability to program/ configure the system 
to move/monitor within a specified degree of 
surveillance as per the user's operational requirement 
OR having programmable sector RF detection. 

Feature will be physically checked 
by the Tender Committee for its 
capacity to configure for a particular 
sector monitoring (say suppose 
180° or 90% from the software 
through GUI for RF/Radar detection. 

6 
Recognition Time: The system should be capable to 
recognize a target within 10 Sec after detection. 

Feature will be physically checked 
by the Tender Committee by 
activating the UAV or multiple UAVs 
and note down the timing from 
activity log of system controller. 

7 

i) Automatic: Complete operation of detection and 
recognition of the target will be in automatic mode 
without any manual intervention. 

Feature will be physically checked 
by the Tender Committee by 
allocating a specific area for 
scanning and detecting. The whole 
task will be completed within 30 
second. The task time will be 
calculated from, once the 
UAV/drone is air borne and comes 
with in the specified range of the 
system. The drone will be moved in 
the range (ie. left, right and up-
down) during the complete time of 
testing to check the worthiness of 
the system. 

ii) Semi- Automatic: The detection of target will be in 
automatic mode and system will give alert (audio and 
visual). After getting alerts from the system, targets 
should be identified manually. 

iii) Manual mode: All the operations like detection and 
identification should be done through manual 
operation as per the ground/operational 
requirements. 

Feature will be physically checked 
by the Tender Committee as per the 
test procedure above. 
 
 

8 
Alert facility: - The system should be capable to 
generate audio & visual alert on getting detection of 
the target at the system controller. 

Feature will be physically checked 
by the Tender Committee as per the 
test procedure above. 
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C SYSTEM CONTROLER (SC) 

Feature will be physically checked 
by the Tender Committee by 
simulating the test condition and will 
verify the audio and visual alert on 
detecting the target. 

1 
The system should have a system controller for 
ground operations with a ruggedized laptop/tab. 

 

2 

The system controller should be capable to display all 
parameters of detected UAVs /drones like range, 
type, intercepted frequency etc. as per the specified 
technology. 

The Tender Committee will 
physically verify the same. 

3 
The system controller should display details of 
UAV/Drone. 

Feature will be physically checked 
by the Tender Committee 

4 
The system controller should provide audio/ visual 
alert on detection of target. 

Feature will be physically checked 
by the Tender Committee through 
the GUI of the system controller 

5 
The system controller should provide event logs with 
details of date & time 

Feature will be physically checked 
by the Tender Committee 

6 

The system controller should have GUI (Graphical 
User Interface) to control and configure all 
parameters of the system like control of directional 
antenna, selection of bands/frequencies, marking of 
threatened zone etc. as per the system requirement. 

Feature will be physically checked 
by the Tender Committee 

7 

The system controller should have the facility to 
display the frequency and type of intercepted RF link 
in case of using search receiver for detection, display 
of target position and range etc. 

Vender will show all the features of 
the system controller to the Tender 
Committee and the same will be 
verified checked by the Tender 
Committee. 
 

 

8 
System Back up: System should have the feature to 
back up the recorded video in External Drive. 

Feature will be physically checked 
by the Tender Committee from GUI 
for details of received signals in 
separate window. 

 

9 
Integration with third party Command & Control The 
firm will provide API/SDK for integration with any third 
party industry stander command control system. 

Will be physically checked by the 
Tender Committee. 

10 
System controller should be secured against all 
appropriate preventive industry stander cyber attack. 

The firm will give undertaking in this 
regard and will be verified by the 
Tender Committee. 
 

D POWER SOURCE 
The firm will give undertaking in this 
regard and will be verified by the 
Tender Committee. 

1 
The system should operate on AC mains (110V-
270V, 50Hz) and DC operation (12/24 Volt) on 
rechargeable batteries 

 

2 Battery/backup: - 

The Tender Committee will verify 
the parameters through OEM specs 
sheet and physically test it with in 
the available facility in house. 
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2 

i) Life of batteries should be minimum 03 years. ii) 
Batteries should give backup of minimum 06 Hrs for 
complete system operation (including detection and 
tracking modes) with provision for spare batteries, for 
24 hrs operation readiness. 

Feature will be physically checked 
by the Tender Committee by 
verifying the certificate/warranty of 
OEM. The system should also be 
operating independently on battery 
backup for specified time Suitable battery charger. 

3 

 
Suitable battery charger to work within the range of 
AC (110 v to 270 v, 50 Hz), with turbo/speedy 
charging option. 

Feature will be physically checked 
by the Tender Committee for input 
AC range and charging time, 
charging indication status etc. will 
also be verified. E MISCELLANEOUS: 

1 
Should have ruggedized IP 67 casing to make eqpt. 
safe against damage. 

 

2 
Operating manual user/operator has to be provided 
by vendor for each component. 

The firm will submit the certification 
in this regard 

3 
Technical manual for minor repair/maintenance will 
be provided by firm during warranty period. 

Will be physically checked by the 
Tender Committee 

4 
List of spare parts for minor repair will be provided by 
the firm to cover warranty period. 

Will be physically checked by the 
Tender Committee 

5 
Tools for minor repair and maintenance will be 
provided by firm during warranty period. 

Will be physically checked by the 
Tender Committee 

6 
Back up copy of application software (CD/DVD) with 
life time operating license the system should be 
provided 

Will be physically checked by the 
Tender Committee for its usability in 
field maintenance. 

7 

Installation and commissioning. – 
 
After purchase, first time Installation and 
commissioning of the system at test site and on the 
field will be done by the firm, with all required security 
and safety arrangement for the system i.e. earthing 
lightening arrestor, surge protector etc. The firm will 
also give support/guidance to us if any during 
warranty period. 

Will be physically / technically 
checked by the Tender Committee 
and the certificate/undertaking from 
the vender will also be taken. 

F CUSTOMIZATION:- 

The installation process will be 
physically /technically checked by 
the Tender Committee and the 
certificate/ undertaking from the 
vender will also be taken 

 

After field trials and initial checking, if any necessary 
modification is required in the software as per on field 
requirement of the same will be done by the vender 
as per mutual consent. 

 

G SOFTWARE SUPPORT: - 

The Tender Committee will prepare 
a list of requirement if any, 
modifications required in the 
system. Certificate/ undertaking 
from the vender will also be taken. 

 
Considering the immense challenges in the field and 
fast paced research, up gradation of software in 
timely manner is required. The firm should provide 

Certificate/ undertaking will be taken 
by Tender Committee from the 
vendor. 
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the software support for minimum 5 years after the 
completion of warranty period. 

H AMC  

If both parities agrees, AMC will be 
given to the supplier on year to year 
basis at annual cost not more than 
10% of the cost of procurement of 
this equipment (including cost of 
installation). 

I TRAINING  

The supplier has to provide training 
to our technical staff at the time of 
delivery of the equipment. Training 
manual in two hard copies and two 
soft copies containing details of 
technical specifications supplied by 
OEM, trouble shooting and 
maintenance schedule, etc., shall 
be supplied along with the 
equipment, free of cost. 

 
 

(B) Technical Specification and Trial Directives of Anti Drone Gun. 
 

 

S/No Technical Specification Procedure suggested for trial 

A GENERAL PARAMETERS  

1 

Anti-Drone Gun should be Hand 
Held/Backpack or combination of both as 
well as mountable on tripod, easily 
transportable and operable in day and night 
environment. The System should be easily 
deployable, designed for one hand/two hand 
operation. 

To be physically checked by the Tender 
Committee for its feasibility for Hand 
Held/Backpack or combination of both, 
mounted on tripod, easy to carry and 
operate in day and night environment. 

2 
Weight: 
< 10 Kgs (minimum jamming range) including 
backpack, if present 

Measure the weight of the system with 
the help of weighting machine. 

3 

The system should be able to cut off 
communication between the target UAV and 
the remote controller by jamming data links 
as mentioned at Srl No.18. 

To be physically checked by the Tender 
Committee. 

4 

The system should be able to Jam the all-
operating GNSS/standard remote-control 
Frequency of the UAS as mentioned at Srl 
No.18. 

To be physically checked by the Tender 
Committee. 

5 

The system should be capable to neutralize 
the UAS (like Copters, Fixed wing UAVs and 
Radio-Controlled UAVs etc) in different 
categories in industry standard range of 
Radio Frequency spectrum. 

To be physically checked by the Tender 
Committee. 

6 
The system should be effective on all 
available UAS in the market operating in all 
frequency bands mentioned at Srl No. 18. 

The firm has to submit OEM certificate in 
confirmation to the parameter. 

7 
The system should be able to control 
disruption on multiple RF frequency bands 
(as mentioned srl No.18) simultaneously. 

To be physically checked by the Tender 
Committee. 
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8 
The system should be provided with radio 
frequency status indicator. 

To be physically checked by the Tender 
Committee. 

9 
The system should provide a safe passive 
countermeasure against a wide range of 
UAS models. 

OPM to provide safety certificate against 
harmful radiation for the User. 

10 
When disruption is triggered, UAS should be 
taken control and made controlled landing. 

To be physically checked by the Tender 
Committee. 

11 

Once RF disruption get activated, system 
should Immediately cease video 
transmission back to the UAS operator. 
(If the module for telemetry & Radio link is 
same) 

To be physically checked by the Tender 
Committee. 

12 

The system should feature an intuitive 
control panel user interface to select and 
engage of jamming frequencies for target 
defeat. 

To be physically checked by the Tender 
Committee. 

13 

The system should have robust compact 
design with a control panel user interface, 
allowing operators to select and engage RF 
disruption frequency modes. 

To be physically checked by the Tender 
Committee. 

B OPERATIONAL CAPABILITY  

15 

Neutralized/Jamming range:- capable to 
neutralize the UAS or group of UAS (Swarm 
attack) from a distance. 
1) Nano UAV: 1 Km. 
2) Micro UAV/Multi rotor: 3 Km. 
3) Small/Hybrid/Fix wing UAV:- 5 Km. 

To be physically checked by the Tender 
Committee by activating the UAS or 
multiple UAS (minimum four UAS in 
different directions) from the specified 
ranges at unknown locations. UAS 
distance v/s jammer should maintained in 
the ratio of 1:2 or better. 

16 Cone of the jamming-30 degree or more 
To be physically checked by the Tender 
Committee 

17 

Neutralization Time- Capable to neutralize 
the UAS by jamming its radio and GNSS 
links at its place of operation within 10 
seconds after pressing of jamming system. 
Have the facility for safe /control landing after 
Jamming of intercepted UAVs. 

To be physically checked by the Tender 
Committee by operating one UAS at the 
specified distance 

18 

Neutralization Frequency- The system 
should be capable to simultaneously disrupt 
all typical UAS 
Operating Bands of: 
433.05-434.79 MHz 
902-928 MHz 
2.4000-2.4835 GHz 
5.725-5.875 GHz 
and GNSS frequency bands of: 
L1: 1575.42-1609.3125 MHz 
L2: 1227.06-1251.6875 MHz 
L5: 1176.45 MHz 
It should also jam the UAS which are 

The Tender Committee will also verify 
that the video link got jammed during the 
time through GCS display. Operating 
band will checked by the spectrum 
analyzer. 
 
The OEM should provide certificate in 
respect of upgrading the system to 
frequency between 20 MHz. to 8 GHz 
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operating with integrated comm. link (i.e. 
video link and RC link 2.4 GHz band) in 
FHSS technology. May also be capable to 
Jamming GLONASS, GALILEO, BEIDOU. 

19 

The system should operate in autonomous 
operation (continuous jamming) for at least 
01 Hour in case of backpack and easily 
swappable batteries in case of handheld 
(Ensuring continuous jamming even while 
swapping of the batteries). 

To be physically checked by the Tender 
Committee. 

20 

Ruggedized (Anti Drone Gun & its 
components) as per JSS 55555/Mil Std 810 
H or better in respect of temperature (high 
&& low), dust, humidity, rain impact, bump, 
drop and vibration tests. 

The Firm should submit 
national/international accredited lab 
certificate/report in respect of the same. 

21 

Operating Temp: -20°C to +50° C The firm 
should submit national/international 
accredited lab certificate/report in respect of 
the same. 

The firm should submit 
national/international accredited lab 
certificate/report in respect of the same. 

22 Life of equipment minimum -05 Years. 
The OEM should submit undertaking in 
this The regard. 

C POWER SOURCE  

23 
The system should operate on Lithium based 
rechargeable battery. 

To be physically checked by the Tender 
Committee. 

24 

Battery/backup:- Supplied batteries should 
have warranty of 03 years or 500 cycles 
(after 500 cycles battery should not be less 
than 70% of its original initial capacity) 
Batteries should have the backup of 
minimum One continuous operation hour 
(Neutralization/Jamming). 

To be physically checked by the Tender 
Committee by verifying the 
certificate/warranty of OEM. The system 
should also be operating independently 
on battery backup for specified time. 

25 

Suitable battery charger: ii) Suitable battery 
charger to work with in the range of AC (110 
V to 270V, 50 Hz) charging time max 06 Hrs 
for fully charging of battery with full charge 
indication. 

Switch 'ON' the charger on 50 Hz 
variable AC mains supply and check the 
out-put voltage by varying the In-put 
voltage from 110 V to 270 Volts. Check 
the charger for 'Charger ON' and 'Charge 
complete' indications. Charge a fully 
discharged battery with charger and 
charge the battery within 106 Hrs. 

D MISCELLANEOUS  

26 
Should have ruggedized IP 67 carrying 
cases to make eqpt safe against damage 
during transportation. 

The firm submit the certification in this 
regard.. 

27 
Operating manual user/operator will be 
provided by firm 

To be physically checked by the Tender 
Committee. 

28 
Technical manual for minor 
repair/maintenance will be provided by firm. 

To be physically checked by the Tender 
Committee. 

29 
List of spare parts (if any) for minor repair will 
be provided by firm. 

To be physically checked by the Tender 
Committee. 
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30 
Tools for minor repair (if any) and 
maintenance will be provided by firm. 

To be physically checked by the Tender 
Committee. 

FINANCIAL BID 

(a)  The financial proposal should contain the following documents in one cover (folder) i.e. Bill of 

Quantities (BOQ). The contractor is to quote the item wise rate online in the space marked 

for quoting in the BOQ. 

(b)  Price quoted should be valid for a period of twelve months (365 days) from the date of 

opening of tender. The price should be inclusive of freight charges including GST. GST 

should be shown clearly. 

1. PERIOD OF SUPPLY 

Within 60 days. 

Late Delivery – If supply of the aforesaid items is not delivered within the stipulated period, 

penalty / Late Delivery shall be charged @ 2 % of the total value per week and maximum 

upto 10%. 

2. 15 days prior information should be given to this office before delivery. 

3. TENDER EVALUATION COMMITTEE 

The FINANCIAL BID of the prospective tender will be considered only if the 

TECHNICAL BID of the tender, demonstration and evaluation test of their equipment is 

found qualified by the ‘Tender Evaluation Committee’. The decision of the ‘Tender 

Evaluation Committee’ will be final and absolute in this respect. The summary list of 

Qualified Bidders will be displayed in the website.   

4. SECURITY DEPOSIT 

On receipt of supply order from this Department, the successful bidder shall submit the 

Security Deposit @ 3% of the total amount in the form of Bank Guarantee from a 

nationalized Bank in acceptable form in favour of “WB Govt Pooling A/C For 

Performance Guarantee”, A/C no- 000605030134, IFSC code- ICIC0000006, MICR code- 

70229002, Branch- ICICI Bank, 22 RN Mukherjee Road, Kolkata-700001 within 10 (Ten) 

days from issuing of supply order. Security deposit will be returned to the supplier after 

successful installation. 

If the bidder fails to provide the said security deposit within stipulated period, such 

failure shall amount to a breach of the contract and the ‘West Bengal Police Directorate’ 

shall be entitled to make other arrangements at the bidders risk and cost without giving any 

further notice to him and in addition, forfeit the earnest money of the contractor. Non-

performance of the supplied equipment or any part there of or non-meeting of any condition  
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mentioned in this notice would allow the purchaser to forfeit the guarantee amount. The 

decision of the West Bengal Police Directorate shall be final in this respect. 

5. PERFORMANCE GUARANTEE 

 The supplier will have to submit Bank Guarantee equivalent to bid value of the item 

before full payment. The Bank Guarantee will be released annually on Pro-rata basis on the 

basis of annual performance report by the user agency.  

6. PAYMENT TERMS 

 Payment will be made to the successful bidders on door delivery and inspection of the 

equipment by the Technical Committee subject to satisfaction of the Department. 

7. WARRANTY 

(a)  The bidder shall provide undertaking in a Non judicial stamped paper of Rs 100/- of 

onsite comprehensive warranty of 05(five) years. In case of any service related issues in 

equipment’s, matter should be attended within 24 hrs of complaint at the place of its 

deployment anywhere within WB during warranty period. Sufficient spares should be made 

available and certificate for availability of spares for at least 07 years after warranty period 

has to be furnished by OEM. 

(b)  The warranty period for the equipment will commence from the date of successful 

delivery / installation / inspection of the equipment. 
 

8. AMC after Warranty Period 

 If both parities agrees, AMC will be given to the supplier on year to year basis at annual 

cost not more than 10% of the cost of procurement of this equipment (including cost of 

installation). 

9. TRAINING 

 The supplier has to provide training to our technical staff at the time of delivery of the 

equipment. Training manual in two hard copies and two soft copies containing details of 

technical specifications supplied by OEM, trouble shooting and maintenance schedule, etc., 

shall be supplied along with the equipment, free of cost. 

10. ACCEPTANCE 

 The price bid of those tenders who qualify in the technical evaluation (physical testing 

and demonstration of the equipment) will be opened. L1 will be accepted after negotiation, if 

required. 

 The successful bidder shall have no right to assign or sublet any part of the bid, once it is 

awarded to him. 

 

11. PRE-BID MEETING 

 The pre-bid meeting at West Bengal Police Directorate Bhabani Bhawan, Alipore 

Kolkata-27. The date will be intimated in the website http://wbtenders.gov.in  

 

 

 

http://wbtenders.gov.in/


12. APPLICABLE RULES 

Purchase I contract of above items shall be governed by the relevant Rules of 

Government of West Bengal which will be binding on the firm / tender. 

13. CANCELLATION 

The West Bengal Police Directorate reserves the right to reject any or al the tenders 
without assigning any reason thereof. 

Additional Director General of Police 
Coastal Security, West Bengal 
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MANUFACTURER’S AUTHORIZATION LETTER (MAF) 
[ if applicable ] 

TENDER NOTICE NO.                                                    Date:   

 
To 
The Director General & Inspector General of Police, 
West Bengal, 
Bhabani Bhawan, 
31, Belvedere Road, Kolkata-700027. 

 

 

 WHEREAS  who are official producers of and having production facilities at do hereby 
authorize located at (hereinafter, the “Bidder") to submit a proposal of the following Products 
produced by us, for the Supply Requirements associated with the above Tender When resold 
by these products are subject to our applicable standard end user warranty terms. 

 We  assure you that in the event of , not being able to fulfil its obligation as our Service 
Provider in respect of our standard Warranty Terms we would continue to meet our Warranty 
Terms through alternate arrangements and also provide spares in accordance with the Tender 
for the period of 02 () years. 

We are not blacklisted by any by any of the Government Organizations / PSUs / 
Autonomous bodies. 

 

Name:   In the capacity of  

 

Signed 

 

Duly authorized to sign the authorization for and on behalf of ________________________ 

 

Dated on___________________________day of ____________________,___________ 

Note: This letter of authority must be on the letterhead of the manufacturer, must be signed 
by an authorized person of the organization who is competent and having the power of 
attorney to bind the Producer, and must be included by the Bidder in its bid as specified in 
the Instructions to Bidders. 
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TENDER CONDITIONS ACCEPTANCE LETTER 
                            Date: 

To, 
The Director General & Inspector General of Police, 
West Bengal, 
Bhabani Bhawan, 
31, Belvedere Road, Kolkata-700027  

 

 Sub: Acceptance of Terms & Conditions of Tender. 
 

e-Tender Notice No.  
 

     Name of Tender / Work:  e-tender for  

Dear Sir, 

 

1. I/ We have downloaded / obtained the tender document(s) for the above mentioned 

‘Tender/Work’ from the web site(s) namely...................................................................as 

per your advertisement, given in the above-mentioned website(s). 

2. I have read the entire tender documents (NIT, Annexure, Specifications, other 

documents) and I / We hereby unconditionally accept and will abide by all the terms and 

conditions given in various paragraph of NIT for consideration of my application/tender 

for supply of the goods. 

3. The corrigendum(s)/addendum(s) issued from time to time by your department/ 

organisations too have also been taken into consideration, while submitting this 

acceptance letter. 

4. In case any provisions of this tender are found violated, your department/ organisation 

shall be at liberty to reject this tender/bid including the forfeiture of the full said Earnest 

Money Deposit and or Security Deposit (in case my firm/agency is selected for award of 

contract) absolutely and or withhold the payment fully or partly and we shall not have any 

claim/right against department in satisfaction of this condition. 

5. All the information submitted for this tender by me on behalf of my firm/agency is correct 

& in the event of the information submitted by me for participating in this tender is found 

to be false or fabricated in any manner whatsoever, I may be suspended and/or debarred 

from the Tender at any stage without being compensated or otherwise. 

6. The Tender Inviting Authority shall be at liberty to impose such penalty as it deems fit in 

case my agency withdraws the bid offered, at any stage of the tender.  

7. My Agency will undertake the assignment, in accordance with the Specifications and 

Work detailed in the NIT document and at the cost submitted by my agency in the 

financial proposal. 

8. My firm does not owe any amount to the Government in the past and there are no 

Government dues outstanding against us. 

9. All my offered FBP fully satisfy the specifications detailed in the NITs.  

10. We are not blacklisted by any of the Government Organizations / PSUs / Autonomous 

bodies. 

 My firm is duly registered under the “Indian Partnership Act”(please strikethrough, if not 

applicable) 
 

Yours faithfully, 
 

Signature of the Bidder_________________________ 
Name   (in Bold Letters)______________________  
Designation___________________________ 

        Official Seal 
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